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NOTE: HIGH PRESSURE 
SENSOR LOCATED HERE. 
SEE DETAIL VIEW 2 FOR 

SENSOR PLUMBING

NOTE: ONCE BOOST 
PUMP IS ON, DEPRESS 
BUTTONS TO RELIEVE 

ENTRAPPED AIR. 

NOTE: BRINE 
SHOULD BE 

DISCHARGED 
TO A SUITABLE 

DRAIN OR 
DISCHARGE 

SITE .
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NOTE: PRODUCT WATER 
TUBING SHALL  BE INSTALLED  

INTO THE TOP OF A 
PROPERLY VENTED TANK. 
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NOTE: SEE DETAIL VIEW 1 BELOW 
TO ENSURE HOSES ARE 

CONNECTED TO CORRECT PORTS

DETAIL VIEW 2: High Pressure Sensor & Gauge DETAIL VIEW 1: Side View Of Pearson Pump

NOTE: PORT 1 
CLOSEST TO BLUE 

CRANKCASE

PRE-
FILTER 
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GAUGE
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DISCHARGE PRESSURE GAUGE

SEAWATER INLET

BRINE DISCHARGE

PRODUCT WATER

NOTE: OPTIONAL MEDIA 
FILTERS INSTALLED HERE, 

AFTER BOOST PUMP. 

 PRESSURE RELIEF 
VALVE (PRV)

KEY: LIST OF SYMBOLSKEY: LIST OF SYMBOLS

GAUGE LINE TUBING, 1 /  4"  POLYETHYLENE

SEAWATER INLET HOSES, 1.25"  CLEAR 

FRESHWATER FLUSH HOSES, 3/4"  CLEAR 

BRAIDED

BRINE DISCHARGE HOSE, 1.25"  CLEAR 

PRODUCT WATER HOSES, 3/4"  CLEAR 

BRAIDED

HIGH PRESSURE HOSES, 1 "  HIGH PRESSURE 

KEY: LIST OF SYMBOLS

GAUGE LINE TUBING, 1 /  4"  POLYETHYLENE

SEAWATER INLET HOSES, 1.25"  CLEAR 
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BRAIDED

BRINE DISCHARGE HOSE, 1.25"  CLEAR 

PRODUCT WATER HOSES, 3/4"  CLEAR 

BRAIDED

HIGH PRESSURE HOSES, 1 "  HIGH PRESSURE 

NOTE: COMPONENTS NOT INCLUDED. MUST SUPPLY 
PRESSURIZED DECHLORINATED WATER FOR FWF

NOTE:  MUST USE 
1.5 INCH SUCTION 
GRADE FLEXIBLE 
TUBING OR 1.5 
INCH HARDLINE 

FOR BOOST PUMP 
INLET
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