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FLOWMETER PANEL

KEY: LIST OF SYMBOLS
SYMBOL USE DESCRIPTION

PRESSURE GAUGE TUBING BLACK 1/4" VINYL

LOW PRESSURE INLET HOSES 5/8" CLEAR BRAIDED VINYL

LOW PRESSURE BRINE DISCHARGE HOSE 5/8" CLEAR BRAIDED VINYL

PRODUCT WATER TUBING BLACK 1/4" VINYL

HIGH PRESSURE TUBING STAINLESS STEEL TUBING
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NOTE: PRODUCT WATER TUBING 
SHALL BE INSTALLED  INTO THE 

TOP OF A PROPERLY VENTED 
TANK.

GPH L/hGPH L/hGPH L/h

NOTE: BRINE SHOULD BE 
DISCHARGED TO A 

SUITABLE DRAIN OR 
DISCHARGE SITE. 

NOTE: CARBON 
FILTER NOT 

PICTURED HERE, 
BUT MUST BE 

INSTALLED

NOTE: CHARGE 
ACCUMULATOR 
HERE. NORMAL 

PRESSURE IS ~60 
PSIG.
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NOTE: CUSTOMER SUPPLIED FEED 
PUMP, MUST SUPPLY 100 PSIG AND 

3 GPM FLOW.

20 
MICRON

5 
MICRON

NOTE: OPTIONAL FRESHWATER 
FLUSH MODEL

NOTE: OPTIONAL Z-ION  WILL 
REPLACE THE CARBON FILTER 

BOWL. SEE DETAIL VIEW 2.  
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