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Detail View 3: Clark Pump Back View
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NOTE: SEE DETAIL VIEW 3 
BELOW TO ENSURE 

STAINLESS STEEL TUBING 
IS CONNECTED TO 
CORRECT PORTS.

NOTE: PRODUCT WATER 
TUBING SHALL  BE 

INSTALLED  INTO THE TOP 
OF A PROPERLY VENTED 
TANK. BACKFLOW WILL 
DESTROY MEMBRANE!

NOTE: BRINE SHOULD BE 
DISCHARGED ABOVE 

WATERLINE TO AID IN 
TROUBLESHOOTING.
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NOTE: MUST USE THE SUPPLIED LENGTH 
OF ¾” GRAY REINFORCED HOSE TO 

ENSURE SUFFICIENT PULSATION 
DAMPENING. DO NOT MODIFY 

(SHORTEN) OR SYSTEM DAMAGE WILL 
OCCUR AND WARRANTY WILL BE VOID. 
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Detail View 2: Feed Pump Module Internals

NOTE: SEE DETAIL VIEW 1 AND 
2 FOR A COMPREHENSIVE VIEW 
OF PLUMBING MANIFOLD AND 

FEED PUMP MODULE 
INTERNALS
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NOTE: THIRD MEMBRANE 
AND HOUSING FOR 

NP1000 ONLY
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B 03/10/2023 Updated to Include Raw Seawater Strainer. 
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