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NOTE: MAKE CERTAIN THAT 
SELECTOR SWITCHES ARE IN THE 

CORRECT POSITION: 

SWITCH 1 AND 4: ON
SWITCH 2 AND 3: OFF
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110VAC POWER CABLE

110 VAC

SOLAR POWER CONTROLLER, 12VDC OUTPUT
(SOLAR/BATTERY LOAD CONTROLLER)

GEL BATTERY, 12VDC OUTPUT 
(31.6A, RECHARGABLE) 

SOLAR PANELS, 12VDC OUTPUT 
(31.6A, RECHARGABLE) 

POWER SWITCHING RELAY 
(20A) 

MAIN 
POWER

RUN 
SWITCH

NOTE: SEE RELAY PIN 
IDENTIFICATION DETAIL 1 
FOR WIRE TERMINATIONS

List of Symbols: KEY

BLK
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18‐2

18AWG

WIRE COLOR LABEL – INDICATES A BLACK WIRE

WIRE COLOR LABEL – INDICATES A RED WIRE

WIRE COLOR LABEL – INDICATES A YELLOW WIRE

WIRE GAUGE LABEL – INDICATES A GAUGE FOR A CABLE OF MULTIPLE WIRES, 
FORMATED AS (WIRE GAUGE)‐(NUMBER OF WIRES IN CABLE)

WIRE GAUGE LABEL – INDICATES A GAUGE FOR A SINGLE WIRE

FUSE – NECESSARY SIZING INFORMATION CALLED OUT ON WIRING DIAGRAM

WIRING – SINGLE WIRE BLACK OR WHITE – TYPICAL COMM COLOR

CONNECTION – MALE/FEMALE SPADE WIRE TERMINAL

A NOTATION – WIRE CONTINUITY SYMBOL INDICATES CONTINUITY BETWEEN 
MATCHING ALPHABETIC SYMBOLS – LARGE ALPHABETIC CIRCLE

Detail View 2: Power Switch Identification Schematic (Front View)

MAIN 
POWER

RUN 
SWITCH

NOTE: INDICATOR LIGHTS 
RECEIVE POWER WHEN 
THE SWITCH IS IN THE 

“ON” OR “RUN” 
POSITION.

STOPOFF

RUNON

NOTE: POWER TO THE 
LIGHT AND SYSTEM 

START MAY BE DELAYED 
FROM SWITCH “RUN” 
POSITION CHANGE.

NOTE: MAIN POWER 
SWITCH MUST BE IN THE 

“ON” POSITION TO 
CHARGE THE BATTERY OR 

RUN THE UNIT.

Detail View 1: Power Relay Identification Schematic
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ORG WIRE COLOR LABEL – INDICATES A ORANGE WIRE
GRN WIRE COLOR LABEL – INDICATES A GREEN WIRE
BLU WIRE COLOR LABEL – INDICATES A BLUE WIRE
BRN WIRE COLOR LABEL – INDICATES A BROWN WIRE

WIRING – SINGLE WIRE RED – TYPICAL DC POWER POSITIVE COLOR
WIRING – SINGLE WIRE YELLOW – TYPICAL DC POWER NEGATIVE COLOR
WIRING – SINGLE WIRE ORANGE – TYPICAL FUSE WIRING COLOR
WIRING – SINGLE WIRE GREEN – TYPICAL GROUNDING COLOR
WIRING – SINGLE WIRE BLUE – TYPICAL SIGNALING COLOR
WIRING – SINGLE WIRE BRN – NOT A TYPICAL COLOR

NOTE: SEE SWITCH 
IDENTIFICATION DETAIL 2 
FOR SWITCH OPERATIONAL 

INFORMATION

WIRING – SINGLE WIRE CUSTOM – SOLAR CHARGING CABLE

CONNECTION – BUTT CONNECTOR WIRE TERMINAL


