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A 01/02/2023 Initial Wiring Diagram for Cape Horn Extreme 330 Systems, 12/24VDC

List of Symbols: KEY

BLK
RED
YEL

18‐2

18AWG

WIRE COLOR LABEL – INDICATES A BLACK WIRE
WIRE COLOR LABEL – INDICATES A RED WIRE
WIRE COLOR LABEL – INDICATES A YELLOW WIRE

WIRE GAUGE LABEL – INDICATES A GAUGE FOR A CABLE OF MULTIPLE WIRES, 
FORMATED AS (WIRE GAUGE)‐(NUMBER OF WIRES IN CABLE)

WIRE GAUGE LABEL – INDICATES A GAUGE FOR A SINGLE WIRE

FUSE – NECESSARY SIZING INFORMATION CALLED OUT ON WIRING DIAGRAM

WIRING – SINGLE WIRE BLACK OR WHITE – TYPICAL COMM COLOR

WIRING – SINGLE WIRE RED – TYPICAL ENERGIZED COLOR

WIRING – SINGLE WIRE YELLOW – TYPICAL NEUTRAL COLOR

Detail View: Z‐Ion Wiring/Connection (Optional)
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Detail View: Z‐Ion Power Wiring (Optional)

CONNECTION – YELLOW MALE/FEMALE SPADE WIRE TERMINAL

24 VDCNOTE: MATCH VOLTAGE 
SUPPLIED TO UNIT 

A NOTATION – WIRE CONTINUITY SYMBOL INDICATES CONTINUITY BETWEEN 
MATCHING ALPHABETIC SYMBOLS – LARGE ALPHABETIC CIRCLE
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Detail View: Operational Valve Positioning (Inlet and Flush Valve) 

MODE: RUN MODE: FLUSH

RUN

OFF

SERVICE

MODE: SERVICE

RUN SWITCH

12 VDC

REDYEL

12AWG
12AWG

+‐

COOLING FAN 
MOTOR A

+‐

M
FEED PUMP 
MOTOR A

RED

RED

BLK

BLK

14AW
G

14AW
G

22AW
G

22AW
G

NOTE: FAN WIRES ARE 
UN‐MODIFIED 

MANUFACTURER 
WIRES 

NOTE: FAN AND MOTOR 
WIRES ARE TWISTED AND 

JOINED WITHIN THE FEMALE 
SPADE CONNECTOR. 

(TYPICAL)

RED

BLK

NOTE: FEMALE SPADE 
CONNECTORS ATTACHED TO 
MALE SWITCH TERMINALS

12‐2
YEL

REDRED

YEL

24 VDC

NOTE: MAKE CERTAIN THE 
CORRECT VOLTAGE IS 

SUPPLIED. PROVIDE THE 
FOLLOWING VOLTAGES: 

12V SYSTEMS: 13.5‐14.2 VDC
24V SYSTEMS: 26.8‐28.4 VDC

NOTE: FOR PAIRED POWER WIRES 
PROVIDE THE FOLLOWING PROTECTION:

CH‐330‐12V: 25A
CH‐330‐24V: 15A
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B 02/06/2023 Note Correction & Clarity Updates


