
Control System:
 V3.0 Firmware
 12/24VDC Input Voltage
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A 01/02/2023 Initial Wiring Diagram for Connect Ventura‐150/200 Systems, 12/24VDC
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List of Symbols: KEY
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WIRE COLOR LABEL – INDICATES A BLACK WIRE
WIRE COLOR LABEL – INDICATES A RED WIRE
WIRE COLOR LABEL – INDICATES A WHITE WIRE
WIRE COLOR LABEL – INDICATES A GREEN WIRE
WIRE COLOR LABEL – INDICATES A YELLOW WIRE
WIRE COLOR LABEL – INDICATES AN ORANGE WIRE

WIRE GAUGE LABEL – INDICATES A GAUGE FOR A CABLE OF MULTIPLE WIRES, 
FORMATED AS (WIRE GAUGE)‐(NUMBER OF WIRES IN CABLE)

WIRE GAUGE LABEL – INDICATES A GAUGE FOR A SINGLE WIRE

CAT5 ETHERNET CONNECTION PORT

USB CONNECTION PORT

LCD‐JST CONNECTION PORT

WIRING NODE – WIRE BUTT SPLICE CONNECTION

FUSE – NECESSARY SIZING INFORMATION CALLED OUT ON WIRING DIAGRAM

CABLING – JST AND CAT5 PRE‐FABRICATED CABLES

WIRING – SINGLE WIRE BLACK OR WHITE – TYPICAL COMM COLOR

WIRING – SINGLE WIRE RED – TYPICAL ENERGIZED COLOR

WIRING – SINGLE WIRE YELLOW – TYPICAL NEUTRAL COLOR

WIRING – SINGLE WIRE GREEN – TYPICAL GROUNDING COLOR

WIRING – SINGLE WIRE ORANGE – TYPICAL POWER SIGNALING COLOR
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Detail View: SPST Relay Connection Identification

30

8586
87

SEE DETAIL VIEW

PROBE 2

PROBE 1Remote LCD

CAT‐5  
NETWORK

20A 
FU

SE

CAT‐5

CAT‐5

Remote LCD Display

Local LCD
RJ‐45

RJ‐12

RJ‐12

RJ‐45
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DISPLAY

SALINITY

ROTOFLOW FLOW 
SENSOR

GND

OPTIONAL

DIVERSION VALVE
ORG
GRN

NOTE: BOTH 
PRESSURE CABLES ARE 
JOINED WITH BLACK 

SHEATHING 

RED

BLK BLK
RED

18‐2

B

A

B

A

O
RG

G
RN

18‐5

D

C

O
RG

G
RN

OPTIONAL

ORG

GRN

RED

BLK

WHT
BRN

BLK
BLK

DEUTSCH 
CONNECTOR            
(GREEN)

Z‐ION CONNECTION 
PIN

OUTLET PRESSURE 
SENSOR (GREEN)

INLET PRESSURE 
SENSOR (RED)

E

PRESSURE TRANSDUCER CABLE

PRESSURE TRANSDUCER CABLE E

DEUTSCH 
CONNECTOR            

(BLUE)

DEUTSCH 
CONNECTOR            

(RED)

18‐5

MOLEX 
CONNECTOR

OPTIONAL

G

A NOTATION – WIRE CONTINUITY SYMBOL INDICATES CONTINUITY BETWEEN 
MATCHING ALPHABETIC SYMBOLS – LARGE ALPHABETIC CIRCLE

Detail View: Z‐Ion Wiring/Connection (Optional)

DEUTSCH 
CONNECTOR

Z‐ION CABLE

Z‐ION CONTROL 
BOX

Z‐ION FILTER 
HOUSING

OPTIONAL

G

TANK LOW 
SWITCH

GND
CAN_L
CAN_H

CAN

TANK 1
TANK 1
TANK 2
TANK 2

TAN
K SW

LO_1
LO_2
TRIG_1
TRIG_2
AXD_1
AXD_2

LO
CKO

U
T/TRIG

/AU
X

GND
RX
TX

RS‐232

18‐2

ORG

BLK
GRN

RED
BLK
RED

USB 2.0

NOTE: MAKE CERTAIN 
THAT NO JUMPERS 
ARE CONNECTED. 

JUMPERS ARE OFFSET.
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NOTE: 12V SYSTEMS 
HAVE A 12V FAN AND 
PUMP MOTOR. 24V 
SYSTEMS HAVE A 24V 

FAN AND PUMP 
MOTOR.  

NOTE: 12V SYSTEMS HAVE A 12V 
RELAY COIL. 24V SYSTEMS HAVE A 

24V RELAY COIL.  

NOTE: MAKE CERTAIN THE CORRECT 
VOLTAGE IS SUPPLIED. PROVIDE THE 

FOLLOWING VOLTAGES AND 
OVERCURRENT PROTECTIONS: 

12V SYSTEMS: 13.5‐14.2 VDC
12V SYSTEMS: 15A 

24V SYSTEMS: 26.8‐28.4 VDC
24V SYSTEMS: 10A 


